
Oil Water Cooling Specifications 
ET Machines 

 
ERGOtech Pump 

Capacity 
GPM @ 59 °F  GPM @ 68 °F  GPM @ 77°F    

7.5 kW .7 .8 1.1   25 11 kW .8 1.1 1.3   
11 kW .8 1.3 1.7   35 15 kW 1.7 2.2 2.6   
15 kW 1.3 1.7 2.2   50 18.5 kW 1.3 1.7 2.2   

18.5 kW 1.3 1.7 2.2   80 22 kW 1.7 2.2 2.6   
100 22 kW 1.7 2.2 2.6   
110 22 kW 2.2 2.4 2.6   

ERGOtech (High 
capacity oil cooler) 

Pump 
Capacity 

GPM @ 59 °F GPM @ 68 °F GPM @ 77 °F GPM @ 86 °F GPM @ 95 °F 

7.5 kW 1.1 1.3 1.7 2.2 2.6 25 11 kW 1.3 1.7 2.2 2.6 3.1 
11 kW 1.1 1.3 1.7 2.2 2.6 35 15 kW 1.3 1.7 2.2 2.6 3.1 
15 kW 1.3 1.7 2.0 2.2 2.6 50 18.5 kW 1.5 2.0 2.2 2.6 3.1 

18.5 kW 1.3 1.7 2.0 2.4 2.6 80 22 kW 1.7 2.0 2.2 2.8 3.1 
100 22 kW 2.0 2.4 2.2 2.8 3.1 

45 kW 2.5 3.1 4.0 5.7  
55 kW 3.3 3.9 5.1 7.5  
74 kW 3.9 4.8 6.6 9.7  420 

90 kW 4.8 6.2 8.4 11.4  
45 kW 2.5 3.1 4.0 5.7  
55 kW 3.3 4.0 5.1 7.5  
74 kW 4.0 4.8 6.6 9.7  500 

90 kW 4.8 6.2 8.4 11.4  
74 kW 4.0 4.8 6.6 9.7  
90 kW 4.8 6.2 8.4 11.4  650 
110 kW 6.6 7.9 11.0 18.5  
74 kW 4.0 4.8 6.6 9.7  
90 kW 4.8 6.2 8.4 11.4  800 
110 kW 6.6 7.9 11.0 18.5  
74 kW 4.0 4.8 6.6 9.7  
90 kW 4.8 6.2 8.4 11.4  1000 
110 kW 6.6 7.9 11.0 18.5  

1300 110 kW 6.6 7.9 11.0 18.5  
  GPM @ 59 °F GPM @ 68 °F GPM @ 77 °F GPM @ 86 °F GPM @ 95 °F 
       
       
       



ERGOtech 
Compact 

Pump 
Capacity 

GPM @ 59 °F GPM @ 68 °F GPM @ 77 °F   

125 22 kW 2.0 2.9 4.4   
22 kW 1.5 2.0 2.6   150 30 kW 2.0 2.9 4.2   
30 kW 2.0 2.9 4.2   200 37 kW 3.1 4.0 6.2   
37 kW 3.1 4.0 6.2   
45 kW 2.6 3.3 4.4   250 
55 kW 3.3 4.2 5.7   
45 kW 2.6 3.3 4.4   330 55 kW 3.3 4.2 5.7   
45 kW 2.6 3.3 4.4   
55 kW 3.3 4.2 5.7   
74 kW 4.8 6.6 9.7   420 

90 kW 5.2 7.0 10.1   
45 kW 2.6 3.3 4.4   
55 kW 3.3 4.2 5.7   
74 kW 4.8 6.6 9.7   500 

90 kW 5.2 7.0 10.1   
74 kW 4.8 6.6 9.7   
90 kW 5.2 7.0 10.1   650 
110 kW 7.5 10.6 17.6   
74 kW 4.8 6.6 9.7   
90 kW 5.2 7.0 10.1   800 
110 kW 7.5 10.6 17.6   
74 kW 4.8 6.6 9.7   
90 kW 5.2 7.0 10.1   1000 
110 kW 7.5 10.6 17.6   

1300 110 kW 7.5 10.6 17.6   
ERGOtech 

compact(High 
capacity oil cooler) 

Pump 
Capacity 

GPM @ 59 °F GPM @ 68 °F GPM @ 77 °F GPM @ 86 °F  

125 22 kW 1.3 1.5 2.0 3.1  
22 kW 1.3 1.5 2.0 2.8  150 30 kW 1.8 2.2 2.9 4.0  
30 kW 1.8 2.2 2.9 4.0  200 37 kW 2.2 2.6 3.5 5.3  
37 kW 2.2 2.6 3.5 5.3  
45 kW 2.5 3.1 4.0 5.7  250 
55 kW 3.3 4.0 5.1 7.5  
45 kW 2.5 3.1 4.0 5.7  330 55 kW 3.3 4.0 5.1 7.5  

       
       
       
       
       

 


